
Genuine Graco Parts and Accessories

Fluid Section
Repair Kit
For Metal Husky® 1590 Diaphragm Pumps

406268F
EN

NOTE: Reference numbers in this drawing correspond to reference numbers in manual 308441.

Important Safety Instructions
Read all warnings and instructions in this manual and in 
pump manual 308441. Save all instructions.
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402* 1

Lips face out of housing (C).1

Grease..2

Rounded side faces diaphragm (401).3

Air side must face center housing (C).4

4525a

Used on models with PTFE diaphragms only.5

 Torque to 120-150 in-lb (14-17 Nm).6

Arrow (A) must point toward outlet manifold (B).7

Not used on some models.8

Beveled seating surface must face ball (301).9

Apply medium-strength (blue) thread sealant. Torque to 
20-25 ft-lb (27-34 Nm) at 100 rpm maximum.
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Recessed side faces diaphragm (401).11

Apply medium-strength (blue) thread sealant.12

Torque to 190-220 in-lb (22-25 Nm).13
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All written and visual data contained in this document reflects the latest product information available at the time of publication. 
Graco reserves the right to make changes at any time without notice.

Original instructions. This manual contains English. MM 406268
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Graco Information
For the latest information about Graco products, visit www.graco.com.

TO PLACE AN ORDER, contact your Graco distributor or call to identify the nearest distributor.
Phone: 612-623-6921 or Toll Free: 1-800-328-0211 Fax: 612-378-3505


