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Konformitätserklärung 

 

Hiermit wird durch den Inverkehrbringer, die Landefeld Druckluft und Hydraulik GmbH, für die katalogmäßig 
geführten Artikel 

• Typ:   4780-1 
• Bezeichnung:  Drehschrauber, Innensechskant 1/4" (6,35 mm), 5-25 Nm 

erklärt, dass diese den Anforderungen der  

• Maschinenrichtlinie 2006/42/EG  

entsprechen. Folgende harmonisierte Normen wurden angewandt: 

EN ISO 15744:2008  Handgehaltene, nicht-elektrisch betriebene Maschinen  
-Geräuschmessverfahren  
-Verfahren der Genauigkeitsklasse 2 (ISO 15744:2002)  

EN ISO 3744:2010  Akustikbestimmung der Schallleistungs- und der Schallenergiepegel von 
Geräuschquellen aus Schalldruckmessungen  
-Hüllflächenverfahren der Genauigkeitsklasse 2 für ein im Wesentlichen   
 freies Schallfeld über einer reflektierenden Ebene 

EN ISO 28927-2:2009 Handgehaltene motorbetriebene Maschinen  
-Messverfahren zur Ermittlung der Schwingungsemission  

EN ISO 12100:2010   Allgemeine Gestaltungsleitsätze Risikobeurteilung und  Risikominderung  
EN ISO 11148-6:2010  Handgehaltene nicht elektrisch betriebene Maschinen 

-Sicherheitsanforderungen - Teil 6:  
 Maschinen für Schraubverbindungen  

Diese Erklärung basiert auf den aktuellen Informationen unseres Herstellers und entbindet den Verarbeiter der 
Produkte aus o.g. Qualität nicht, ggf. eine Zulassung für die vorgesehene Anwendung bei der relevanten Institution 
zu beantragen. Änderungen der Produktspezifikationen sind vorbehalten. 

Kassel, 05.10.2020 

 
i.A. Holger Bürger 
Abteilung Qualitätssicherung 
Landefeld Druckluft und Hydraulik GmbH 
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Declaration of conformity 

 

The distributor, Landefeld Druckluft und Hydraulik GmbH, hereby declares that the cataloged items 

• Type:   4780-1 
• Description:  Power wrench, hexagon socket ¼” (6,35mm), 5-25 Nm 

fulfill the requirements of the  

• machinery directive 2006/42/EC  

The following harmonized standards were applied: 

EN ISO 15744:2008  Hand-held, non-electric powered machines 
-Noise measurement method 
-Accuracy class 2 method (ISO 15744:2002)  

EN ISO 3744:2010  Acoustics determination of the sound power and sound energy level of 
noise sources from sound pressure measurements 
-Enveloping surface method of accuracy class 2 for an essentially 
 free sound field over a reflecting plane  

EN ISO 28927-2:2009  Hand-held motor-operated machines 
-Measurement method for determining the vibration emission 

EN ISO 12100:2010   General design principles for risk assessment and risk reduction 
EN ISO 11148-6:2010  Hand-held, non-electric powered machines 

-Safety requirements - Part 6:  
 Machines for screw connections  

This statement is based on the information provided by the manufacturer and based on our current 
knowledge. It does not release the processor of the above mentioned products to apply for admission to the 
intended application at the relevant institution. The product specifications are subject to change. 

Kassel, 2020-10-05 

 
Quality Assurance 
Landefeld Druckluft und Hydraulik GmbH 
 


	 Bezeichnung:  Drehschrauber, Innensechskant 1/4" (6,35 mm), 5-25 Nm
	 Description:  Power wrench, hexagon socket ¼” (6,35mm), 5-25 Nm

